SPECIFICATION FOR STEEL PERSONNEL DOORS  FROM DIMENSION ENGINEERING
Doorsets to be supplied, installed and commissioned by Dimension Engineering, Unit 5, Baldonnell Business park, Dublin 22

Tel:
01 4586250

Fax:
01 4586252

Info@dimensioneng.ie
www.dimensioneng.ie
DOORLEAVES
To be manufactured from 1.2mm electro zinc coated steel, with vertical interlock edge seams, Kraft resin impregnated honeycomb infill to comprise 44mm thick leaf, single swing hung on 3 no 114mm x 102mm heavy duty stainless steel hinges per leaf. Double doors to incorporate integral astragal to leading edge of active leaf.

DOORFRAMES
To be manufactured from 1.6mm electro zinc coated steel steel, press formed to form a single rebated 127mm profile or 143mm double rebated profile.  Single frames are to be supplied in butt jointed, welded form, double frames supplied in butt joined knockdown form and with frame assembly bolts. All frames to come complete with hinge shims and frame packers, and installed in compliance with Dimension Engineering installation procedures. 

FIXINGS
Frames to be supplied Prepared for type 7 fixing method with concealed discs included.  Masonry or steel work fixing bolts by Dimension Engineering

SEALS

Fire rated doors to be complete with LE1206 self adhesive cold smoke seal, non fire rated doors to be complete with E3 self adhesive draught seal, all seals supplied loose for application on site by dimension Engineering upon installation completion.

THRESHOLD
8135 aluminium threshold with seal to be provided on all external doorsets. Where finished floor levels are incomplete, the building contractor will store thresholds for installation at a later date.
IRONMONGERY
Doorframes/sets to be structurally reinforced and prepared to receive conventional surface mounted lockstrike and closer.  Drilling for and fitting of all hardware items where possible by Dimension Engineering. Ironmongery included in Dimension Engineering scope; 

· 114mm x 102mm heavy duty stainless steel ‘dogbolt’ ball bearing hinges

· Exidor 296 surface mounted panic latch

·  8135 aluminium threshold with seal. Other options available
FINISH

Doors to be factory finished in polyester powder coat primer to RAL 7035 mid grey.

Other colours available on request.
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