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Size range (single-leaf)

For single-leaf gate type HS 160 L:   up to 6000 mm wide (clear passage width)

For single-leaf gate type HS 200 L:   up to 8000 mm wide (clear passage width)

Height in each case up to 2000 mm (gate frame height)

Type of fitting:

The gate is fitted on the inside of the yard.

Direction of opening
Viewed from outside the yard:

-
Single-leaf opening to left

- 
Single-leaf opening to right

- 
Double-leaf opening to left and right

Design

Fully preassembled single-leaf sliding gate (double-leaf on request)

Base section as special double trapezoid steel cantilever profile, gate guidance via concealed carrying roller system in the cantilever profile with twin ball-bearing tandem carrying rollers.

Twin guide post and twin run-in post made of tubular steel sections 80 x 80 mm, stop plate, rear stop with rubber buffer (for manual operation), foot space at ground level 110 mm.

Frame

Type HS 160 L: 60 x 60 mm

Type HS 200 L: gate width

< 6000 mm = 60 x 60 mm

≥ 6000 mm = 80 x 80 mm

Infills

Standard:

Lattice bars made from tubular steel sections 25 x 25 mm, firmly welded to the frame at 120 mm spacings.

On site:   Gate without lattice bars but with frieze bars. The infill on site must allow the wind to pass through by at least 50 %.

Surface protection

Galvanized steel, twice primer coated in a colour selected from the following: 

Pebble grey based on RAL 7032, 

Moss green based on RAL 6005, 

Pure white based on RAL 9010, 

Anthracite grey based on RAL 7016, 

Stone grey based on RAL 7030.

Gate locking

On a manually operated gate:  Front profile with mortise lock, prepared for profile cylinder.

Electric operator on request

Operator for sliding gate, fitted into the bottom cantilever profile, protected from the weather and concealed from view. Frictionally engaged power transmission free from play, low-maintenance worm gear with flange-mounted 3-phase current motor. Disengagement for manual operation. Supplied already fitted, operator and control unit prewired, separate control unit housing on the guide post.

Optional extras

-
Spiked ledge, 40 mm high, welded onto the top horizontal section

-
Fence connection for trellis fencing or wire fencing on site, fastened to the gate

- 
Reach-through protection (wire mesh 40/2/8) for fastening behind the infill

- 
Surface RAL to choice except RAL 9006, 9007

Side gates, fence elements
-
Side gate:

Continuous tubular section frame 60 x 40 mm, incl. 1 tubular section post 100 x 100 mm, 2 adjustable gate suspension hangers, fitted to the run-in post of the gate, mortice lock, prepared for profile cylinder. Lever handle set EV1 anodised, prepared for fitting on site profile cylinder.

-
Posts:

additional, 100 x 100 mm (for separate side gate)

-
Front mesh fence elements:

Continuous tubular section frame 60 x 40 mm, incl. 1 tubular section post 60 x 60 mm, without fence 

Connection

-
Posts:   additional 60 x 60 mm or 60 x 40 mm

