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· Doors to be Hormann Type SPU40 available from Dimension Engineering, 5 Baldonnell Business Park, Baldonnell Co Dublin. PH 01 4586250, FX 01 4586252 
· Doors to be manufactured to suit an ope size of ___________wide x _________mm high
· Electric Operation 380 volt 3 phase supply. Controls via 24volt low voltage controls to comply with EN12453
· Individual panel sections to be 625mm and 750mm high 
· External Finish Ral __________________
· Doors complete with security vision sections ; 3 rows 4 number per row. Aluminium framed
· Spring break arrest device to be included – certified EN12604
· Load dependable cable break device interlocked with drive motor to be included 

· Galvanised torsion spring assembly included eliminating unsightly rusty springs to be included 

· Performance in fire condition DIN 4188 – certified 

· Door must conform to and be certified EU directives EN12453 – Electric operation and safety in use EN12604 – Mechanical operation and safety in use. Entire door assembly including motor and controls from single certified source
· Door to be certified to conform to the following: EN12425 – Water tightness (Class 3)     EN12426 – Air tightness (Class 2)EN717-1 – Sound Insulation (22 db)EN13241 – Thermal insulation. Certification to be provided by supplier as part of tender process 

· All door panels complete with finger trap protection internally and externally – EN 12604 

· Intermediate compressible weather  seal between all individual door panels  

· Precision guide rollers within enclosed side frames designed for long life 

· Automatic Anti burglary device to be included in bottom panel for added level of security 

