Detailed Specification for HEAVY DUTY DOCK LEVELLER, TYPE HLS-2-B (Box Model) from Dimension Engineering
Heavy Duty Dock leveller to be supplied, installed and commissioned by Dimension Engineering, Unit 5, Baldonnell Business Park, Dublin 22.
Tel:
01 4586250

Fax:
01 4586252

Info@dimensioneng.ie
www.dimensioneng.ie
With swing lip, double lift cylinders and a permanent formwork construction 
Dimensions
-
2,100mm x 2,500mm x 600mm – up to 4,500mm long available
Dynamic capacity
-
60, 75 kN up to 18kn on request
Static Capacity
-
10,000kgs
Bridging
- 
Max. 12.5 % in accordance with European Standard
Safety marking
-
both sides in black and yellow
Service Range 
- 
+ 290mm  to – 305mm, and greater dependant on model selected
Lip
`
- 
Steel running plate,14 mm thick (S355 JO) 
Hinges
-   on the back: 3 axles: Ø 28 mm (in sockets Ø 60.3 x 14.2 mm).
Front Hinge
-
cleanable and maintenance free open hinge assembly
Platform
- 
Steel running plate, 6-8 mm thick (S235 JR), with 147 mm high
                               
  
steel support angles.

Construction
- 
To be of a Self-supporting designed  base frame with reinforcement profile as support for the two lifting cylinders.
Pouring tray
-
To be included

Pouring Tray
-
3 sided steel pan, to be reinforced and equipped all round with concrete anchors and adjustable bolts to underside for levelling off
Surface
- 
All steel surfaces to be sand-blasted and primed, all components to be coated with environmentally-friendly solid 2-component paint (PU),

  
RAL 5002 (blue) or RAL 9017 (black).
Operator
- 
Electric motor (400 V – 1.1 kW) together with a hydraulic

  
unit, mounted on the base frame for vibration-free operation.



Factory-cabled and connected to the dock leveller (IP 54).

  
Standard accessories:  7 m cable. 
Hydraulics
- 
Hydraulic pump unit and 2 lifting cylinders  to be mounted on the base frame.Hoses and conduits, if needed to be fixed by Dimension Engineering to steel profiles with clamps.
Operation
- 
Dead man control with 3 membrane keys: raise platform -

  
extend swing lip -  return to home position 
- 
Lockable, mains isolator switch (emergency-OFF).
· 24 V control voltage, door interlock kit can be connected.

· Dimensions of the control housing: 160 x 300 x 120 mm (IP 54)
Safeguards
- 
Electric emergency STOP valve 

- 
Automatic emergency STOP via hose break valves.

- 
Thermal and short-circuit fuse.

- 
Telescopic foot protection plates.

- 
Self-locking repair support for service work.
· Restart safeguard following a power failure or actuation of the emergency OFF button.
CE conformity
- 
Dock leveller complies with the following legal requirements and regulations: 
 
• DIN EN 1398 Dock Levellers;


• Directive for Machinery 98/37/EC as well as


• All the standards referred to in these requirements and regulations.
Transport        
- 
Transport bracket for forklift trucks, lifting eyes and installation instructions 
are included.
Attention: standard dock levellers are not suitable for high-rack stackers or similar handling equipment, unless they are adapted accordingly.
Optional equipment available at extra cost:


- Weather seals around platforms STANDARD


- Controls for door operation on same control unit housing


- Door security kit


- Dock light


- Traffic lights


- Wheelchocks (with or without sensor). 
