SHORT FORM SPECIFICATION - STEEL DOORS  FROM DIMENSION ENGINEERING
Doorsets to be supplied, installed and commissioned by Dimension Engineering, Unit 5, Baldonnell Business park, Dublin 22.Tel:
01 4586250
 Fax:
01 4586252 

Info@dimensioneng.ie
 www.dimensioneng.ie
DOORLEAVES To be manufactured from 1.2mm electro zinc coated steel, with vertical interlock edge seams, All powder coated grey Ral 7015.DOORFRAMESTo be manufactured from 1.6mm electro zinc coated steel steel, press formed to form a single rebated 127mm profile or 143mm double rebated profile.  Single frames are to be supplied in butt jointed, welded form, double frames supplied in butt joined knockdown form and with frame assembly bolts. All frames to come complete with hinge shims and frame packers, and installed in compliance with Dimension Engineering installation procedures. 

FIXINGS Frames to be supplied Prepared for type 7 fixing method with concealed discs included.  Masonry or steel work fixing bolts by Dimension Engineering. Frames to include seals.

THRESHOLD threshold with seal to be provided on all external doorsets. 

IRONMONGERYDoorframes/sets to be structurally reinforced and prepared to receive conventional surface mounted lockstrike and closer. Ironmongery included in Dimension Engineering scope; 

· 114mm x 102mm heavy duty stainless steel ‘dogbolt’ ball bearing hinges

· Exidor 296 surface mounted panic latch

·  8135 aluminium threshold with seal.
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